Ask your installer
about adding Miters!

The solution to water overshoot and flooding

THE GUTTER GUARD
that revolutionized

an entire industry.
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SAY YES TO THE SOLUTION!

leafsolution.com

Authorized Dealer

fé%ﬁfSc%tion

GUTTER GUARD
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GUTTER GUARD

UNDER SHINGLE ~ FASCIA MOUNT*

*Only in White, Black, and Mill.

Protects Gutters from
B |Leaves B Asphalt Grit
B Pine Needles B Rodents
B Shingle Debris B Nests
B Oak Tassels B Stagnant Water
BRONZE
Your Choice of 6 COLORS

with Matching Inside
Miters and End Caps!

Our finest, Professional grade gutter protection!

The exclusive design and engineering of LeafSolution maximizes gutter and roof
protection. The patented triple-dip Capillary Diversion System captures ALL rain water,
even torrential quantities, forcing it into the gutter. The mesh is then integrated, vertically
AND horizontally with a durable substrate, and assembled using a patented hemming

process that prevents separating, sagging and stretching.

Low-profile LeafSolution is easily installed under the shingle, at an angle to hide it from
sight and maximize the self-shedding of debris.
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LeafSolution is
installed at an angle

to optimize shedding.

Even the smallest
debris will self-shed
and not accumulate
on the top.
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“ NOW AVAILABLE
IN FASCIA MOUNT

Mesh is integrated, horizontally AND vertically

with the durable substrate, and assembled using a
patented hemming process (No. 8,375.644) to prevent
separating, sagging or stretching.

The patented (No. 8,375,644) triple-dip
Capillary Diverter System slows down and
captures almost 100% of rainwater, even
torrential quantities.
Custom-engineered 440-micron gauge
stainless steel mesh is the optimum

size to maximum water flow, yet small
enough to catch shingle grit.

The triple-dip, arc-shaped surfaces deflect and
force all water into the gutter below.




